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RI1000
RI1200
RI1400
RI1600
RI1601
RI2000

Basin movement
Automatic
Automatic
Automatic
Automatic
Automatic
Automatic

Capacity               Kg/h
30
35
40
50
55
79

Type of heating
Electric
Electric
Electric
Electric
Electric
Electric

Roller  -length        mm
1000
1200
1400
1600
1600
2000

            -diameter   mm
250
250
250
300
300
300

            - speed  m/min
3.9
3.9
3.9
----
----
----

Speed with inverter m/min
2/4
2/4
2/4
2/4
2/4
2/4

Heating                   kW
5
6
7
9.62
9.62
11.82

Motor                      kW
0.18
0.18
0.18
0.56
0.68
0.68

Total                       kW
5.18
6.18
7.18
10.18
10.30
12.5

Exhaust fan
NO
NO
NO
NO
YES
YES

Net weight              Kg
110
118
126
257
262
294

Gross weight          Kg
119
130
145
295
300
350

Electric supply         V
230/400 3AC
230/400 3AC
230/400 3AC
230/400 3AC
230/400 3AC
230/400 3AC

Fuse                        A
20-25
20-25
20-25
20-32
20-32
25-40




Roller ironer 


Working width: 1000/1200/1400/1600/2000 mm


Roller diameter: 250 mm


Microprocessor controlled


Electrical heating





		Output 


RI1000			30 Kg/h


RI1200			35 Kg/h


RI1400			40 Kg/h


RI1600			50 Kg/h


RI1601			55 Kg/h


RI2000			79 Kg/h
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Aluminum basin that guarantees long life 


And energy savings on 250 mm roll.


Polished Chrome-plated steel basin on 300 mm roll


Plastic coated steel structure.


Oversized bearings to support the roller


Safety thermostat to avoid overheating


Finger safety


Wide pedal to control basin action.


Wooden feed board


Frequency inverter standard on RI2000


Frequency inverter optional on other models


OPL/Coin


Emergency button


Microprocessor controlled temperature and speed.


Very compact design can be placed against a 


Wall. 























Microprocessor controlled








Offers the following possibilities:





The temperature can be set 


Possibility to control the speed by frequency 


inverter


Process alarm.	





IPSO RI-line





�














IPSO RI-line
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IPSO LSG n.v. 


Nieuwstraat 146


B-8560 WEVELGEM


BELGIUM – EUROPE


Phone ++32 56 41 20 54


Fax ++32 56 41 86 74


http://www.ipso.be





All specifications subject to change without notice
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