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Drum:
Volume
635 L


Power motor  Non-reversing
0.56 kW


Diameter
940 mm


                      Reversing  - drum
0.37 kW


Depth
915 mm


                                        - fan
0.25 kW





Exhaust         Flow rate
1050 m³/h

Door opening diameter
575 mm


                      Diameter
195…200 mm

Loading height
870 mm


Steam connection    inlet
¾ inch

Temperature               Min.
25 °C


                                 Outlet
½ inch

                                    Max.
90 °C


Gas               connection
¾ ich

Heating                  Electric
30 kW


                      pressure
17-25 mb

                               Gas
192000 BTUH


Weight gross /nett
386 / 311 kg.

                    
48384 kCal/h


Packing dimensions
Height
2150 mm

                              Steam   
200000 BTUH



Width
1055 mm


50400 kCal /h



Depth
1405 mm




Type of heating

POWER SUPPLY - FUSES


220V 1AC
220V 3AC
380V (tri + N)

Gas/steam heating
  5/5 A
 
 

Elctrical heating
  
 71/78 A
 43/47A












Tumble dryer 


Capacity 34 kg.


Microprocessor DX-3 standard


or


Advanced Microprocessor PROHC with rest humidity control





DR 75 


Gas heating


Electrical heating 	30 kW 


Steam heating














Microprocessor PROHC





-2 quick start programs


temperature


time/dry level


cool down time





- 30 freely programmable programs





Possibility to program multiple steps per 


program,    with freely programmable :


temperature


drying time or dry level


cool down temp


cool down time


rotation/stop time of the drum


guardian time


cycle contact





- 10 Standard programs





- 2 displays





- 3 push buttons
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Volume drum 635 l .





Dual  magnetic safety door mechanism.





DX-3 microprocessor with 3 freely programmable programs.





Optional : reversing drum





Optional : PROHC microprocessor with 30+2 freely programmable locations + 10 standard programs.





Optional : Rest humidity control





Door opening :  575 mm





Drum made out of stainless steel.





Oversized lint filter.





Cast Iron pulleys.





Emergency button in the front





Dimensions  (HxWxD) : 1985x990x1355 mm





Microprocessor DX-3





3 freely programmable programs





temperature can be freely programmed per degree.





drying & cool down time are easily programmable





1 display





3 push buttons












































Emergency button in the front


Dimensions : 1200x1285x1920 mm.





Microprocessor DX-3





3 programs


temperature, duration & cooldown time can be set








IPSO DR 75
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A: Power connection	D: Air exhaust


B: Electric components	E: Steam inlet


C: Gas connection	F: Steam return











IPSO DR 75
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IPSO LSG n.v. 


Nieuwstraat 146


B-8560 WEVELGEM


BELGIUM – EUROPE


Phone ++32 56 41 20 54


Fax ++32 56 41 86 74


http://www.ipso.be





All specifications subject to change without notice
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- an LSG company





- an LSG company





� EMBED CorelDraw.Graphic.7  ���








_1018437635.unknown

