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Hygienic washing machine 


Capacity : 25 – 35 – 45 – 62 kg. (1/10)


Spin :	HM 250 – HM360 – HM 450 : 900 rpm


	HM 630 : 800 rpm


Programmable Microprocessor  FIBER or PS 40


Standard frequency inverter controlled 


HM250 – HM360 – HM450 – HM630





Electrical heating   	HM 250-HM 360 : 24 kW (400 V)


				HM 450               : 36 kW (400 V)


				HM 630               : 48 kW (400 V)





Steam heating		HM 250	               : 50 kW 


				HM 360 	  : 60 kW


HM 450               : 90 kW 


				HM 630               :120 kW 
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IPSO HM-line
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Volume drum : 251 – 358 – 452 – 627 l





Spin adjustable till 900 rpm (800 rpm for HM 630)





Solid and durable construction





Tub, cylinder and cabinet are made out of Stainless steel





3 water inlets 





Gravity drain valve with large diameter





Large loading and unloading door.





Emergency stop button in the front





Oversized SKF bearings





Userfriendly Fiber or PS40 controls



































IPSO HM-line
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IPSO LSG n.v. 


Nieuwstraat 146


B-8560 WEVELGEM


BELGIUM – EUROPE


Phone ++32 56 41 20 54


Fax ++32 56 41 86 74


http://www.ipso.be
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Programmable Microprocessor  PS 40





Possibility to compose 40 programs + 10 standard programs, preprogrammed at IPSO.


Programs immediately programmable on the machine. 


In combination with the frequency controlled motor and the soap pumps (option), it is possible to programme the following parameters :


-	Cycle time (Prewash, mainwash, rinse, spin, tumble…)


- 	Speed, action and stop time (0.1-60s) of the drum.


-	Water level programmable per cm.


-	Control of 2 drain valves (second valve in     option) with possibility to recycle rinse water.


Connection up to 12 pumps controlled by PS40


Cooldown, soak and time stops
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�
HM 250�
HM 360 �
HM 450�
HM 630�
�
Capacity�
25�
35�
45�
62�
�
Volume�
251�
358�
452�
627�
�
Drum diameter�
770�
770�
770�
964�
�
         depth�
540�
750�
970�
860�
�
Wash speed�
45�
45�
45�
43�
�
Spin speed�
900�
900�
900�
800�
�
G-factor�
350�
350�
350�
350�
�
Motor power  (kW)�
4.0�
4.0�
5.5�
8.0�
�
Heating Steam (kW)�
50�
60�
90�
120�
�
            Electric (kW)�
24�
24�
36�
48�
�
Connecting power�
�
�
�
�
�
Steam (kW)�
4.5�
4.5�
6.0�
8.8�
�
Electric (kW)�
28.5�
28.5�
42.0�
56.8�
�
Water connection �
�
�
�
�
�
                  cold (")�
3/4�
3/4�
3/4�
3/4�
�
                  hot   (")�
3/4�
3/4�
3/4�
3/4�
�
                  soft  (")�
3/4�
3/4�
3/4�
3/4�
�
Drain valve (")�
3�
3�
3�
2x3�
�
Dimensions�
�
�
�
�
�
Width (mm)�
1143�
1353�
1573�
1700�
�
Depth (mm)�
1050�
1050�
1050�
1270�
�
Height (mm)�
1700�
1700�
1700�
1640�
�
Net weight (kg)�
710�
1000�
1250�
1620�
�
Electrical connections�
�
�
�
�
�
            Steam  (V, Hz)�
3x400,50�
3x400,50�
3x400,50�
3x400,50�
�
            Electric (V, Hz)�
3x400,50�
3x400,50�
3x400,50�
3x400,50�
�
Fuse     Steam (A)�
20�
20�
25�
35�
�
             Electric (A)�
50�
50�
80�
100�
�
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